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HD/SD Portable Video Switcher 

HVS-300HS "1M/E HANABI Portable"

 
Small-scale Switcher, HVS-300HS, Debut!  

Expands Affordable Range of HANABI for Cost Performance 

 
1U very compact main unit with simple control panel (TYPE-A) 

Operate with legacy operation panel (TYPE-B) and PC remote software 

HD/SD-SDI 4 input/4 output, Max. 12 input/8 output 

Frame synchronizer and re-sizing engine on each input 

Variety of I/O options such as HD/SD-SDI inputs, DVI-D, analog RGB, HD/SD analog 

component, and analog composite 

1 keyer (including Chroma Key) and 1 DSK with 2D DVE 

16-split multi viewer available 

Two channels of picture-in-picture engine 

Various 2D and 3D DVE transitions 

Over 100 wipe patterns 

Two channels of still stores 
Main Unit: HVS-300HS 

(Operation Panel TYPE-A)

 
 

Specifications   

 HD mode SD mode

Standard 1080/60i, 1080/59.94i, 

1080/50i, 1080/24PsF, 

1080/23.98PsF, 720/60p, 

720/59.94p, 720/50p 

(selectable at menu)

525/60 (NTSC), 625/50 (PAL) 

(men selectable)

Processing 4:2:2:4, 10-bit, digital component

Quantization Y: 10-bit, C: 10-bit, KEY: 10-bit
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FOR-A Global - HD/SD Portable Video Switcher HVS-300HS

Video Input HD-SDI: 1.485Gbps or 

1.485/1.001Gbps, or SD-SDI: 

270Mbps, 75Ω, 4ea., BNC

SD-SDI: 270Mbps, 75Ω, 4ea., 

BNC

Video Input (Option) HD-SDI: 1.485Gbps or 

1.485/1.001Gbps, or SD-SDI: 

270Mbps, 75Ω, BNC

SD-SDI: 270Mbps, 75Ω, BNC

DVI-D: Resolution (XGA - 

WUXGA) (HDCP incompatible)

DVI-D: Resolution (VGA - 

XGA) (HDCP Incompatible)

RGB: Resolution (XGA - 

WUXGA), R/G/B/H/V: 0.7Vp-p

RGB: Resolution (VGA - XGA), 

R/G/B/H/V: 0.7Vp-p

HD Analog component: Y: 

1.0Vp-p, PB/PR: 0.7Vp-p, 

75Ω, BNC

SD Analog component: Y: 

1.0Vp-p, R-Y/B-Y: 0.7Vp-p, 

75Ω, BNC

SD Analog component: Y: 

1.0Vp-p, R-Y/B-Y: 0.7Vp-p, 

75Ω, BNC

Analog composite: 1.0Vp-p, 

75Ω, BNC

Analog composite: 1.0Vp-p, 

75Ω, BNC

Reference Input BB: NTSC: 0.429Vp-p/PAL: 

0.45Vp-p; or Tri-level sync: 

±0.3Vp-p, 75Ω or 

loopthrough, 1ea., BNC

BB: NTSC: 0.429Vp-p/PAL: 

0.45Vp-p, 75Ω or 

loopthrough, 1ea., BNC

Video Output HD-SDI: 1.485Gbps or 

1.485/1.001Gbps, 75Ω, 4ea., 

BNC (PGM x 2, AUX x 2) 

SD-SDI: 270Mbps, 75Ω, 4ea., 

BNC (PGM x 2, AUX x 2)

Video Output (Option) HD-SDI: 1.485Gbps or 

1.485/1.001Gbps, 75Ω, BNC

SD-SDI: 270Mbps, 75Ω, BNC

HD Analog component: Y: 

1.0Vp-p, PB/PR: 0.7Vp-p, 

75Ω, BNC

SD Analog component: Y: 

1.0Vp-p, R-Y/B-Y: 0.7Vp-p, 

75Ω, BNC

DVI-D: Resolution (XGA - 

WUXGA) (HDCP incompatible)

DVI-D: Resolution (VGA - 

XGA) (HDCP incompatible)

RGB: Resolution (XGA - 

WUXGA), R/G/B/H/V: 0.7Vp-p

RGB: Resolution (VGA - XGA), 

R/G/B/H/V: 0.7Vp-p

Reference Output BB: NTSC: 0.429Vp-p/PAL: 

0.45Vp-p; or Tri-level sync: 

±0.3Vp-p, 75Ω, 2ea., BNC

BB: NTSC: 0.429Vp-p/PAL: 

0.45Vp-p, 75Ω or 

loopthrough, 1ea., BNC
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FOR-A Global - HD/SD Portable Video Switcher HVS-300HS

I/O Delay 1H (minimum delay mode) 

1 frame - 2 frame + 1H (Using frame synchronizer or Input re-

sizing engine ) 

2 frame - 3 frame + 1H (Using frame synchronizer or Input re-

sizing engine + DVE) 

3 frame - 4 frame + 1H (Using frame synchronizer or Input re-

sizing engine + Output re-sizing engine + DVE)

Backup Device USB memory device 

Interfaces EDITOR: 1 ea., 9-pin D-sub (female)

RS-422: 1 ea., 9-pin D-sub (female)

GPI IN/TALLY: 1ea., 15-pin D-sub (female) (12 in/outputs)

ARCNET: 1 ea., 75Ω or loopthrough, 1ea., BNC

Ethernet: 10/100Base-T, 1 ea., RJ-45

Interfaces (Option) ARCNET: 1 ea., 75Ω or loopthrough, BNC (HVS-ARCNET)

Ethernet: 10/100Base-T, 1 ea., RJ-45 (HVS-60LAN)

Temperature / Humidity 0ºC - 40ºC / 30% - 90% (no condensation)

Power / Consumption 100VAC - 240VAC ±10%, 50/60Hz / Max. 150W

Dimensions MU: 430 (W) x 44 (H) x 450 (D) mm 

OU: 430 (W) x 88 (H) x 220 (D) mm

Please note that the technical details shown hear are provisional specifications (as of 

August 2008). This information is subject to change without notice..
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