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VIDEO INPUT
 Digital Input: HD-SDI
 Standards: SMPTE 274M (1080i)
  SMPTE 296M (720p)
 Supported 
 Resolutions: 1080i/29.97/25 
  (1920 x 1080i/59.94/50/2:1 Interlace)
  1080s/23.98/24.00
  720p/59.94/50
  (1280 x 720/59.94/50/Progressive)
  720p/23.98/24.00
  Supports 4:3 or 16:9 aspect ratio
 
 Connections: BNC 75 ohms

AUDIO INPUT/OUTPUT
 Digital Input/Output: 
  8 Channels embedded HD-SDI
 Connections: BNC connectors unbalanced

AUDIO SPECIFICATIONS
 Resolution: 24 bits
 Audio Channels: HD embedded 8 in 8 out
 Sampling Rate: 48 KHz

TRIGGER 3.5mm stereo audio jack

RS-232  Software update 
  connection

RS-422 (optional) Machine Control (replaces RS-232)

HARD DRIVE
 Maximum Hard Drive:
  1 Removable
 Supported Hard Drive:  
  2.5” SATA Drive 
  Hitachi/WD/Seagate
 Enclosure: Supports 9.5mm drive 
  height

TIME CODE
 SMTE/EBU Longitudinal (LTC)

VIDEO COMPRESSION
 Method: Motion JPEG2000
 Bit Rate: HD:100Mbit/s

WARRANTY 1 Year

GENERAL 
 Physical Dimensions: 
  4.625”H x 8” W x 2” D
 Weight: 1.25 lbs

 Power
 Consumption: 10.8W

 Power
 Connection XLR-4M

Specifications subject to change

A DVR Technology Company

Specifications




